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Introduction 

On behalf of Forward Development Group (FDG), the applicant is requesting Conditional Use and Site Plan approval of a 

100-unit congregate care, senior retirement facility (institutional residential) to be located at 841 North Main Street in the 

City of Verona.  In 2017, the parcel was rezoned from Mixed Residential (MR) to Neighborhood Office (NO) upon Forward 

Development Group’s purchase of the land at 841/857 N. Main Street. 

 

Project Background 

The project site, located east of Badger Ridge Middle School and south of First Choice Dental along N. Main Street is 

currently an old farmstead consisting of various structures including a house, garage, barn and storage shed.  Topography of 

the existing site makes improvements a challenge as roughly 20’ of grade change occurs from the existing First Choice 

Dental building to the southern border of the parcel.  The west boundary of the subject parcel has five (5) large deciduous 

trees, one of which is a large, mature white oak.  The remaining four (4) trees include Black Walnut species.  In an effort to 

preserve the trees, the existing ROW sidewalk has been routed east of the trees and into the subject property.  It’s the 

Owner/Developer’s intentions to preserve the two southern most trees, which includes the large, mature, 100+ year old 

white oak.  The east side of the subject parcel is adjacent to a City owned out lot approximately 54’ wide.  An existing 8” 

sanitary and 8” water main service runs north and south within the out lot and will be utilized to service the Senior Facility. 

 

Site Plan and Land Use 

The site will be accessed by two curb curbs in N. Main Street.  Improvements include the removal and replacement of First 

Choice Dental’s existing driveway, along with median improvements within N. Main Street.  The proposed full access 

entrance will be shared by Oakmont Senior Living and First Choice Dental users.  As a result, a portion of First Choice 

Dental’s parking lot will be improved to provide an additional 6 parking stalls for their patients and staff.  A second curb cut 

with right-in/right-out access only will be constructed to the south on N. Main Street.  A majority of the existing sidewalk 

near the ROW of N. Main Street will be removed and replaced.  Three (3) of the five (5) deciduous trees will be removed due 

to their poor health and undesired species (Black Walnut).  The parking improvements provide a total 40 surface parking 

stalls.  The 12 stalls proposed north of the building will be shared with First Choice Dental, with their staff utilizing the stalls 

during weekday office hoursand Oakmont visistors using them during evenings and weekends.  An underground access drive 

is proposed at the southwest corner of the building where an additional 68 underground parking stalls are provided for 

residents.   
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Site Information  

Refer to the following table for detailed development data, including Land Use & Building Summary information.   

Land Use & Building Summary Table 

  Total 

Site Area 

  

3.446 acres (including R-O-W area) 

3.121 acres (excluding R-O-W area) 

Total Units 100 

Number of Building Stories 

 

2  

2 w/ south basement level exposure 

Average Building Height 33’-3” 

  

Number of Surface Parking Stalls 40 

Number of Underground Parking Stalls 68 

Total Parking Stalls 108 

  

Lot Coverage (building and pavement) 73,029 SF (excluding R-O-W area) 

Open Space 62,921 SF (excluding R-O-W area) 

Lower Level Area 37,569 SF 

First Floor Area 44,733 SF 

Second Floor Area 43,247 SF 

FAR .92 (excluding R-O-W area) 

Short Term Bike Parking  6 stalls (3 racks) 

 

Architectural Design 

The building will have a total of 100 units, 63 of which will be 

marketed to those persons of advanced age requiring 

assisted living services.  It is anticipated that a maximum of 

12 staff members will be on-site to operate the facility 

during peak hours (i.e. meal times)  Visitor traffic at similar 

facilities is typically a maximum of 8 to 10 guests at a time. A 

detailed unit schedule is provided. 

 

The exterior finish of the building will primarily be 

constructed of masonry and fiber cement siding, with 

accents of decorative fiber cement shakes at the gables of 

the roof.  The roof will be finished with dark asphalt shingles 

with texture and color variation to provide depth to the 6:12 

pitched roof.  The gabled roof accents and color scheme 

keep within the design of the surrounding neighborhood and 

provide a warm, residential aestheitc while the “farm house” 

architectural style reflects the existing farmstead.  Walk out 

patios and decks are incorporated into the architectural 

design.  Decorative railings and white window and door trim will complement the overall design.  

 

The building’s design and the operational programming will  offer a variety of programs for residents to utilize including 

areas for arts and crafts, movies, wellness and fitness services, as well as a selection of meal plans.  Additional space will be 

reserved for private dining areas, hair care and a library.  Guests will be welcomed as they enter through the vestibule of the 
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building to a view of the open dining room that leads out to an expansive deck overlooking open space on the east side of 

the building.  There is also sitting areas programmed into the front entry area.. 

 

Landscaping 

Landscaping will be provided on all four sides of the building to meet the Neighborhood Office zoning landscape standards.  

A variety of smaller scale deciduous and evergreen species will be installed near the building foundation to provide full 

season interest for residents.  A substantial amount of landscape screening will be installed at the south and east property 

line to screen the development from neighboring residents.  The screening buffer will be comprised of a variety of 

deciduous and evergreen trees.  The landscaping buffer on the east side of the development will utilize a portion of the City 

out lot in an effort to maximize usable open space on the subject lot.   

Stormwater Management and Utilities 

The stormwater management plan is designed to meet the City of Verona, Dane County and Wisconsin Department of 

Natural Resources (WDNR) stormwater management standards.  Proposed stormwater facilities include the construction of 

three bio-retention facilities (southwest, west and northwest) and one large infiltration basin (east). 

The building’s sanitary sewer service will be tied in via an 8” PVC sanitary lateral at the southeast corner of the site.  The 

building’s 6” water service will connect at the northwest corner of the building via a reducer and tee from a hydrant 

assembly.  The hydrant assembly is necessary for fire suppression purposes in the event of a fire.   

Site Lighting 

Recognizing that site lighting contributes to placemaking as well as providing additional security, site lighting is provided in 

several different forms, including pole mounted fixtures in parking areas and wall mounted fixtures to serve both as security 

lighting at building entries and as architectural accents.  Overall, site lighting is dark skies compliant, consistent with the City 

of Verona zoning codes.  

Signage 

The design team anticipates the following signage will be incorporated:  

• One (1) free standing monument sign at north entrance to N. Main Street; 

• One (1) free standing monument sign at south entrance to N. Main Street 

Signage elements will be designed in accordance with City of Verona zoning code and provided to City staff for 

administrative review prior to construction. 

Schedule of Completion 

Construction is anticipated to begin summer of 2019, with substantial completion taking place summer of 2020. 

 

Bulk Zoning Standard Exemptions 

 

Residential Bulk Parking Standard Exemption 

• Minimum parking standards for Institutional Residential land use requires: 

o 1.5 parking stalls per Efficiency 

o 2 parking stalls per 1 Bedroom 

o 2.5 parking stalls per 2 Bedroom 

o 3 parking stalls per 3 Bedroom 

 

The Oakmont Senior Living project is being designed and developed as congregate care, senior retirement living, with 

assisted living services being provided.  As such, the average resident age will be notably higher and similar to comparable 

properties, and thus vehicle ownership and use will be low.  Subsequently, a parking stall per unit ratio less than 1:1 is 

reasonable based on the older age group being served.  The developer surveyed a total of 39 properties having 

independent, assisted and memory care services.  The analysis was conducted with Horizon Management Services, the 

operational partner for the project.  Horizon manages over 2,300 units of senior living so has extensive senior living 

operating experience.  Their 34 years of developing and operating senior living facilities has confirmed that senior 
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housing, as compared with non-age-restricted multifamily housing or 55+ active lifestyle housing, utilize notably less 

parking because there is lower per-unit occupancy and fewer residents who drive.  For example, the average age of the 

properties surveyed is 79.7.  The analysis identified the comparable properties to those 13 that have similar operating 

characteristics to Oakmont, including Noel Manor, which has 55 independent units and Willow Point, two facilities located 

in Verona.  The average parking stalls per unit for the comparable properties is 0.69 with only 0.45 stalls per unit being 

typically occupied (Noel Manor - 1.04 existing, 0.91 occupied; Willow Point – 0.54 existing, 0.28 occupied).  The Oakmont 

Senior Living project has 1.08 parking stalls per unit being proposed.  As such, the proposed total parking is considerably 

greater than the properties surveyed, including those facilities currently existing in Verona. 
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1.	REFER TO THE EXISTING CONDITIONS SURVEY FOR EXISTING CONDITIONS NOTES AND LEGEND. REFER TO THE EXISTING CONDITIONS SURVEY FOR EXISTING CONDITIONS NOTES AND LEGEND. 2.	ALL WORK IN THE ROW SHALL BE IN ACCORDANCE WITH THE MUNICIPAL STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION. ALL WORK IN THE ROW SHALL BE IN ACCORDANCE WITH THE MUNICIPAL STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION. 3.	JSD SHALL BE HELD HARMLESS AND DOES NOT WARRANT ANY DEVIATIONS BY THE OWNER/CONTRACTOR FROM THE APPROVED CONSTRUCTION PLANS THAT MAY JSD SHALL BE HELD HARMLESS AND DOES NOT WARRANT ANY DEVIATIONS BY THE OWNER/CONTRACTOR FROM THE APPROVED CONSTRUCTION PLANS THAT MAY RESULT IN DISCIPLINARY ACTIONS BY ANY OR ALL REGULATORY AGENCIES. 4.	DRAWING FOR REVIEW - NOT FOR CONSTRUCTION UNLESS OTHERWISE NOTED IN THE TITLE BLOCK. DRAWING FOR REVIEW - NOT FOR CONSTRUCTION UNLESS OTHERWISE NOTED IN THE TITLE BLOCK. 5.	THE LANDSCAPE CONTRACTOR SHALL COORDINATE ALL FINE GRADING AND TOPSOILING WITH GENERAL CONTRACTOR. THE LANDSCAPE CONTRACTOR SHALL COORDINATE ALL FINE GRADING AND TOPSOILING WITH GENERAL CONTRACTOR. 6.	REFER TO "LANDSCAPE DETAILS, NOTES & SPECIFICATIONS" SHEET FOR ADDITIONAL DETAILS, NOTES AND SPECIFICATION INFORMATION INCLUDING MATERIALS, REFER TO "LANDSCAPE DETAILS, NOTES & SPECIFICATIONS" SHEET FOR ADDITIONAL DETAILS, NOTES AND SPECIFICATION INFORMATION INCLUDING MATERIALS, GUARANTEE AND EXECUTION RELATED TO LANDSCAPE PLAN. 7.	CONTRACTOR SHALL REVIEW SITE CONDITIONS FOR UTILITY CONFLICTS, DRAINAGE ISSUES, SUBSURFACE ROCK, AND PLANT PLACEMENT CONFLICTS PRIOR TO PLANT CONTRACTOR SHALL REVIEW SITE CONDITIONS FOR UTILITY CONFLICTS, DRAINAGE ISSUES, SUBSURFACE ROCK, AND PLANT PLACEMENT CONFLICTS PRIOR TO PLANT INSTALLATION. REPORT ANY CONDITIONS THAT MAY HAVE ADVERSE IMPACT ON PLANTING OPERATIONS TO LANDSCAPE ARCHITECT. 8.	DO NOT COMMENCE PLANTING OPERATIONS UNTIL ALL ADJACENT SITE IMPROVEMENTS AND FINISH GRADING ARE COMPLETE. DO NOT COMMENCE PLANTING OPERATIONS UNTIL ALL ADJACENT SITE IMPROVEMENTS AND FINISH GRADING ARE COMPLETE. 9.	ALL WORK IN THE R-O-W AND PUBLIC EASEMENTS SHALL BE IN ACCORDANCE WITH LOCAL MUNICIPAL REQUIREMENTS.  JSD SHALL BE HELD HARMLESS AND DOES ALL WORK IN THE R-O-W AND PUBLIC EASEMENTS SHALL BE IN ACCORDANCE WITH LOCAL MUNICIPAL REQUIREMENTS.  JSD SHALL BE HELD HARMLESS AND DOES NOT WARRANT ANY DEVIATIONS BY THE OWNER/CONTRACTOR FROM THE APPROVED CONSTRUCTION PLANS THAT MAY RESULT IN DISCIPLINARY ACTIONS BY ANY OR ALL REGULATORY AGENCIES.  LOCATE ALL UTILITIES PRIOR TO CONSTRUCTION.  THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING ANY DAMAGE DONE TO UTILITIES.  CONTRACTOR MUST CALL 1-800-382-5544 FOR UTILITY LOCATIONS AT LEAST THREE DAYS PRIOR TO DIGGING.  HAND DIG AND INSTALL ALL PLANTS THAT ARE NEAR EXISTING UTILITIES. PROTECT PREVIOUSLY INSTALLED WORK OF OTHER TRADES. CONTRACTOR IS RESPONSIBLE FOR STAKING THE PLANT MATERIALS FOR REVIEW BY OWNER PRIOR TO DIGGING AND PLACEMENT AND SHALL COORDINATE ALL FINE GRADING AND RESTORATION WITH THE GRADING CONTRACTOR. 10.	DELIVERY AND HANDLING: DO NOT DELIVER MORE PLANT MATERIALS THAN CAN BE PLANTED IN ONE DAY, UNLESS ADEQUATE, APPROPRIATE AND SECURE STORAGE IS DELIVERY AND HANDLING: DO NOT DELIVER MORE PLANT MATERIALS THAN CAN BE PLANTED IN ONE DAY, UNLESS ADEQUATE, APPROPRIATE AND SECURE STORAGE IS PROVIDED AND APPROVED BY OWNER'S REPRESENTATIVE. AT ALL TIMES, PROTECT ALL PLANT MATERIALS FROM WIND AND DIRECT SUN.  DELIVER PLANTS WITH LEGIBLE IDENTIFICATION LABELS.  PROTECT PLANTS DURING DELIVERY AND DO NOT PRUNE PRIOR TO DELIVERY.  ALL TREES AND SHRUBS SHALL BE PLANTED ON THE DAY OF DELIVERY; IF THIS IS NOT POSSIBLE, PROTECT THE PLANT MATERIALS NOT PLANTED BY STORING THEM IN A SHADED, SECURE AREA, PROTECTING THE ROOT MASS WITH WET SOIL, MULCH, HAY OR OTHER SUITABLE MEDIUM.  CONTRACTOR TO KEEP ALL PLANT MATERIALS ADEQUATELY WATERED TO PREVENT ROOT DESICCATION.  DO NOT REMOVE CONTAINER GROWN STOCK FROM CONTAINERS BEFORE TIME OF PLANTING.  DO NOT PICK UP CONTAINER OR BALLED PLANTS BY STEM OR ROOTS.  ALL PLANTS SHALL BE LIFTED AND HANDLED FROM THE BOTTOM OF THE CONTAINER OR BALL. PERFORM ACTUAL PLANTING ONLY WHEN WEATHER AND SOIL CONDITIONS ARE SUITABLE IN ACCORDANCE WITH LOCALLY ACCEPTED BEST HORTICULTURAL PRACTICES. 11.	MATERIALS - PLANTS: ALL PLANTS SHALL CONFORM TO THE LATEST VERSION OF THE AMERICAN STANDARD FOR NURSERY STOCK ANSI Z60.1.  PLANTS SHALL BE MATERIALS - PLANTS: ALL PLANTS SHALL CONFORM TO THE LATEST VERSION OF THE AMERICAN STANDARD FOR NURSERY STOCK ANSI Z60.1.  PLANTS SHALL BE TRUE TO SPECIES AND VARIETY SPECIFIED AND NURSERY GROWN IN ACCORDANCE WITH GOOD HORTICULTURAL PRACTICES UNDER CLIMATIC CONDITIONS SIMILAR TO THOSE IN THE LOCALITY OF THE PROJECT FOR AT LEAST 2 YEARS.  PLANTS SHALL BE FRESHLY DUG (DURING THE MOST RECENT FAVORABLE HARVEST SEASON).  PLANTS SHALL BE SO TRAINED IN DEVELOPMENT AND APPEARANCE AS TO BE UNQUESTIONABLY SUPERIOR IN FORM, COMPACTNESS, AND SYMMETRY.  PLANTS SHALL BE SOUND, HEALTHY, VIGOROUS, WELL BRANCHED AND DENSELY FOLIATED WHEN IN LEAF, AND FREE OF DISEASE AND INSECTS (ADULT EGGS, PUPAE OR LARVAE).  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED ROOT SYSTEMS AND SHALL BE FREE FROM PHYSICAL DAMAGE OR OTHER CONDITIONS THAT WOULD PREVENT THRIVING GROWTH OR PREMATURE MORTALITY. PLANTS SHALL BE OF THE HIGHEST QUALITY, POSSESS TYPICAL GROWTH HABITS AND FORM FOR THEIR SPECIES AND BE FREE OF INJURY. PARKWAY TREES AND PARKING LOT TREES SHALL HAVE A MINIMUM BRANCHING HEIGHT OF SIX (6) FEET ABOVE THE GROUND TO ALLOW ADEQUATE VISUAL AND PHYSICAL CLEARANCE. 12.	PRUNING: THE CONTRACTOR SHALL PRUNE ALL TREES AND REPAIR ANY INJURIES THAT OCCURRED DURING THE PLANTING PROCESS. DOUBLE LEADERS, DEAD PRUNING: THE CONTRACTOR SHALL PRUNE ALL TREES AND REPAIR ANY INJURIES THAT OCCURRED DURING THE PLANTING PROCESS. DOUBLE LEADERS, DEAD BRANCHES, AND LIMBS DAMAGED OR BROKEN DURING THE PLANTING PROCESS, SHALL BE PRUNED.  THIS SHALL BE THE ONLY PRUNING ALLOWED AT PLANTING.  PRUNING SHALL CONFORM TO THE LATEST VERSION OF THE AMERICAN STANDARD FOR TREE CARE OPERATIONS, ANSI A300.  PRUNE TREES IN ACCORDANCE WITH NAA GUIDELINES.  DO NOT TOP TREES.  PRUNE SHRUBS ACCORDING TO STANDARD HORTICULTURAL PRACTICES.  ON CUTS OVER 3/4" IN DIAMETER AND BRUISES OR SCARS ON BARK, TRACE THE INJURED CAMBIUM LAYER BACK TO LIVING TISSUE AND REMOVE.  SMOOTH AND SHAPE WOUNDS SO AS NOT TO RETAIN WATER.  TREAT THE AREA WITH AN APPROVED INCONSPICUOUS LATEX BASED ANTISEPTIC TREE PAINT, IF PRUNING OCCURS "IN SEASON". DO NOT PRUNE ANY OAK TREES DURING THE MONTHS FROM APRIL TO OCTOBER. 13.	CLEANUP: THE WORK AREA SHALL BE KEPT SAFE AND NEAT AT ALL TIMES.  DISPOSED OF EXCESS SOIL.  REMOVE ALL CUTTINGS AND WASTE MATERIALS. SOIL AND CLEANUP: THE WORK AREA SHALL BE KEPT SAFE AND NEAT AT ALL TIMES.  DISPOSED OF EXCESS SOIL.  REMOVE ALL CUTTINGS AND WASTE MATERIALS. SOIL AND BRANCHES. BIND AND WRAP THESE MATERIALS, ANY REJECTED PLANTS, AND ANY OTHER DEBRIS RESULTING FROM ALL PLANTING TASKS AND PROMPTLY CLEAN UP AND REMOVE FROM THE PROJECT SITE.  UNDER NO CIRCUMSTANCES SHALL THE ACCUMULATION OF SOIL, BRANCHES OR OTHER DEBRIS BE ALLOWED UPON A PUBLIC PROPERTY IN SUCH A MANNER AS TO RESULT IN A PUBLIC SAFETY HAZARD OR DAMAGE.  LIKEWISE, UNDER NO CIRCUMSTANCES SHALL ANY DEBRIS OR INCIDENTAL MATERIALS BE ALLOWED UPON ADJACENT PRIVATE PROPERTY. 14.	ANY SUBSTITUTIONS IN PLANT TYPE, LOCATION, OR SIZE SHALL BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.  ANY SUBSTITUTIONS IN PLANT TYPE, LOCATION, OR SIZE SHALL BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.  15.	CONTRACTOR TO VERIFY PLANT MATERIAL QUANTITIES AND SQUARE FOOTAGES. QUANTITIES SHOWN ON PLAN TAKE PRECEDENCE OVER THOSE ON SCHEDULE. CONTRACTOR TO VERIFY PLANT MATERIAL QUANTITIES AND SQUARE FOOTAGES. QUANTITIES SHOWN ON PLAN TAKE PRECEDENCE OVER THOSE ON SCHEDULE. 
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1.	MATERIALS - SEED: DISTURBED LAWN AREAS LABELED ON PLAN AS "SEED," SHALL RECEIVE 6" OF TOPSOIL AND EARTH CARPET'S "MADISON PARKS" MATERIALS - SEED: DISTURBED LAWN AREAS LABELED ON PLAN AS "SEED," SHALL RECEIVE 6" OF TOPSOIL AND EARTH CARPET'S "MADISON PARKS" GRASS SEED, OR EQUIVALENT AS APPROVED BY THE OWNER'S REPRESENTATIVE, INSTALLED PER MANUFACTURER'S RECOMMENDATIONS.  IN ADDITION TO TURFGRASS SEED, ANNUAL RYE SHALL BE APPLIED TO ALL DISTURBED AREAS AT A RATE OF 1 1/2 LBS PER 1000 SQUARE FEET.  FERTILIZE AND MULCH PER MANUFACTURER'S RECOMMENDATIONS. MULCH SHALL BE CERTIFIED NOXIOUS WEED SEED-FREE 2.	MATERIALS - SOD: DISTURBED LAWN AREAS LABELED ON PLAN AS SUCH, SHALL RECEIVE 6" OF TOPSOIL AND A PREMIUM GRADE TURFGRASS SOD. MATERIALS - SOD: DISTURBED LAWN AREAS LABELED ON PLAN AS SUCH, SHALL RECEIVE 6" OF TOPSOIL AND A PREMIUM GRADE TURFGRASS SOD. DISTURBED LAWN AREAS LABELED ON PLAN AS SUCH, SHALL RECEIVE 6" OF TOPSOIL AND A PREMIUM GRADE TURFGRASS SOD.  SHALL RECEIVE 6" OF TOPSOIL AND A PREMIUM GRADE TURFGRASS SOD. ONLY IMPROVED TYPES OF SOD (ELITE) ARE ACCEPTABLE. TURFGRASS SHALL BE MACHINE CUT AT A UNIFORM THICKNESS OF .60 INCH, PLUS OR MINUS .25 INCH, AT TIME OF CUTTING. MEASUREMENT FOR THICKNESS SHALL EXCLUDE TOP GROWTH AND THATCH. LARGE ROLL TURFGRASS SOD SHALL BE CUT TO THE SUPPLIER'S STANDARD WIDTH (36-48 INCHES) AND LENGTH. BROKEN PADS AND TORN OR UNEVEN ENDS WILL NOT BE ACCEPTABLE. STANDARD SIZE SECTIONS OF TURGRASS SOD SHALL BE STRONG ENOUGH SO THAT THEY CAN BE PICKED UP AND HANDLED WITHOUT DAMAGE.  TURFGRASS SOD SHALL NOT BE HARVESTED OR TRANSPLANTED WHEN MOISTURE CONTENT IS EXCESSIVELY DRY OR WET, AS THIS MAY ADVERSELY AFFECT ITS SURVIVAL. POST-PLANT IRRIGATION WILL BE NECESSARY TO ENSURE SOD STAYS ALIVE AND ROOTS INTO SOIL. THE CONTRACTOR IS RESPONSIBLE FOR WATERING SOD UNTIL TIME OF ACCEPTANCE BY THE OWNER. TURFGRASS SOD SHALL BE HARVESTED, DELIVERED, AND INSTALLED/TRANSPLANTED WITHIN A PERIOD OF 24 HOURS. TURFGRASS SOD SHALL BE RELATIVELY FREE OF THATCH, UP TO 0.5 INCH ALLOWABLE (UNCOMPRESSED). TURFGRASS SOD SHALL BE REASONABLY FREE (10 WEEDS/100 SQ. FT.) OF DISEASES, NEMATODES AND SOIL-BORNE INSECTS. ALL TURFGRASS SOD SHALL BE FREE OF GRASSY AND BROAD LEAF WEEDS AND WEED SEED. THE SOD SUPPLIER SHALL MAKE RECOMMENDATIONS TO THE CONTRACTOR REGARDING WATERING SCHEDULE. THE WATERING SCHEDULE SHOULD BEGIN IMMEDIATELY AFTER SOD IS INSTALLED. 3.	MATERIALS - PRAIRIE SEED MIX: DISTURBED LAWN AREAS LABELED ON PLAN AS SUCH, SHALL BE BROADCAST SEEDED WITH "SHORT PRAIRIE FOR MATERIALS - PRAIRIE SEED MIX: DISTURBED LAWN AREAS LABELED ON PLAN AS SUCH, SHALL BE BROADCAST SEEDED WITH "SHORT PRAIRIE FOR DISTURBED LAWN AREAS LABELED ON PLAN AS SUCH, SHALL BE BROADCAST SEEDED WITH "SHORT PRAIRIE FOR BE BROADCAST SEEDED WITH "SHORT PRAIRIE FOR DRY SOILS" SEED MIX, AS PROVIDED BY PRAIRIE NURSERY, P.O. BOX 306, WESTFIELD, WISCONSIN, 53964, TEL. 608-296-3679 (OR APPROVED EQUIVALENT). INSTALL SEED WITH SUPPLEMENTAL MATERIALS AND AMENDMENTS AS RECOMMENDED BY SEED SUPPLIER AND AT RATES AND OPTIMUM TIMES OF THE YEAR AS RECOMMENDED BY THE SEED SUPPLIER TO ENSURE SUCCESSFUL GERMINATION AND SEED/ROOT ZONE GROWTH DEVELOPMENT. REFER TO PRODUCT SPECIFICATIONS AND MANUFACTURERS RECOMMENDATIONS FOR INSTALLATION. 4.	MATERIALS - DETENTION BASIN SEED MIX:  DISTURBED LAWN AREAS LABELED ON PLAN AS SUCH, SHALL BE BROADCAST SEEDED WITH "DETENTION MATERIALS - DETENTION BASIN SEED MIX:  DISTURBED LAWN AREAS LABELED ON PLAN AS SUCH, SHALL BE BROADCAST SEEDED WITH "DETENTION DISTURBED LAWN AREAS LABELED ON PLAN AS SUCH, SHALL BE BROADCAST SEEDED WITH "DETENTION BE BROADCAST SEEDED WITH "DETENTION BASIN/BIO-SWALE" SEED MIX, AS PROVIDED BY PRAIRIE NURSERY, P.O. BOX 306, WESTFIELD, WISCONSIN, 53964, TEL. 608-296-3679 (OR APPROVED EQUIVALENT). INSTALL SEED WITH SUPPLEMENTAL MATERIALS AND AMENDMENTS AS RECOMMENDED BY SEED SUPPLIER AND AT RATES AND OPTIMUM TIMES OF THE YEAR AS RECOMMENDED BY THE SEED SUPPLIER TO ENSURE SUCCESSFUL GERMINATION AND SEED/ROOT ZONE GROWTH DEVELOPMENT. REFER TO PRODUCT SPECIFICATIONS AND MANUFACTURERS RECOMMENDATIONS FOR INSTALLATION. 5.	MATERIALS - BIORETENTION BASIN PLUG PLANTINGS: PLUG PLANTINGS TO BE INSTALLED 1'-0" ON CENTER, MIXING SPECIES INTEGRALLY IN FLATS OF MATERIALS - BIORETENTION BASIN PLUG PLANTINGS: PLUG PLANTINGS TO BE INSTALLED 1'-0" ON CENTER, MIXING SPECIES INTEGRALLY IN FLATS OF 20 AT A TIME. REFER TO WDNR PLUG PLANTING TECHNICAL STANDARDS FOR ROOTSTOCK AND INSTALLATION SPECIFICATIONS. 6.	MATERIALS - BIORETENTION BASIN NATIVE VEGETATIVE MAT (NVM): AREAS SPECIFIED ON PLANS SHALL RECEIVE AGRECOL "RAINWATER RENEWAL" MATERIALS - BIORETENTION BASIN NATIVE VEGETATIVE MAT (NVM): AREAS SPECIFIED ON PLANS SHALL RECEIVE AGRECOL "RAINWATER RENEWAL" NATIVE VEGETATIVE MAT - DEGRADABLE CORE.  CONTRACTOR SHALL CONTACT AGRECOL NATIVE NURSERY 16 WEEKS IN ADVANCE OF INSTALLATION 16 WEEKS IN ADVANCE OF INSTALLATION  OF INSTALLATION FOR PROPER GROWING LEAD TIME.  CONTRACTOR SHALL ASSUME AVAILABLE DELIVERY DATE TO BE BETWEEN MID-JUNE THROUGH THE END OF OCTOBER DUE TO THE NMV GROWING SEASON.   REFER TO PRODUCT SPECIFICATIONS AND MANUFACTURERS RECOMMENDATIONS FOR INSTALLATION REFER TO PRODUCT SPECIFICATIONS AND MANUFACTURERS RECOMMENDATIONS FOR INSTALLATION PROCEDURES. 

AutoCAD SHX Text
1.	GUARANTEE:  THE CONTRACTOR SHALL GUARANTEE ALL PLANTS THROUGH ONE (1) YEAR AFTER ACCEPTANCE BY THE OWNER'S GUARANTEE:  THE CONTRACTOR SHALL GUARANTEE ALL PLANTS THROUGH ONE (1) YEAR AFTER ACCEPTANCE BY THE OWNER'S REPRESENTATIVE.  PLANTS SHALL BE ALIVE AND IN HEALTHY AND FLOURISHING CONDITION AT THE END OF THE GUARANTEE PERIOD.  THE CONTRACTOR SHALL REPLACE (AT NO COST TO OWNER) ANY PLANTS THAT ARE DEAD OR NOT IN A VIGOROUS THRIVING CONDITION.  REPLACEMENT PLANTS SHALL BE OF THE SAME KIND AND SIZE AS ORIGINALLY SPECIFIED UNLESS OTHERWISE DIRECTED BY OWNER'S REPRESENTATIVE. RESTORE BEDS AS NECESSARY FOLLOWING PLANT REPLACEMENT, INCLUDING BUT NOT LIMITED TO BEDDING, EDGING, MULCH, ETC.  REPLACE PLANTS DAMAGED AT TIME OF PLANTING.  REPAIR AREAS DISTURBED IN ANY WAY DURING PLANT REPLACEMENT AT NO COST TO OWNER.  CONTRACTOR SHALL PROVIDE A ONE (1)-YEAR STRAIGHTENING GUARANTEE FOR ALL TREES. 2.	CONTRACTOR IS RESPONSIBLE FOR STAKING THE PLANT MATERIALS FOR REVIEW BY OWNER'S REPRESENTATIVE PRIOR TO DIGGING AND CONTRACTOR IS RESPONSIBLE FOR STAKING THE PLANT MATERIALS FOR REVIEW BY OWNER'S REPRESENTATIVE PRIOR TO DIGGING AND PLACEMENT AND SHALL COORDINATE ALL FINE GRADING AND RESTORATION WITH THE GRADING CONTRACTOR. 3.	MAINTENANCE: (CONTRACTOR) FOR ALL PLANTINGS, SEEDED AND/OR SODDED LAWN AREAS:  THE CONTRACTOR SHALL MAINTAIN ALL MAINTENANCE: (CONTRACTOR) FOR ALL PLANTINGS, SEEDED AND/OR SODDED LAWN AREAS:  THE CONTRACTOR SHALL MAINTAIN ALL PLANTINGS AND LAWN AREAS FOR A MINIMUM TIME PERIOD OF 30 DAYS, UNTIL FINAL ACCEPTANCE BY OWNER'S REPRESENTATIVE.  THE CONTRACTOR IS RESPONSIBLE FOR ADEQUATELY WATERING PLANTS AND LAWN/TURFGRASS DURING THIS 30 DAY ESTABLISHMENT PERIOD. CONTRACTOR IS RESPONSIBLE FOR THE ESTABLISHMENT OF HEALTHY VIGOROUS PLANT MATERIALS AND LAWN/TURFGRASS GROWTH. CONTRACTOR IS ALSO RESPONSIBLE FOR ANY PRUNING OF PLANT MATERIALS, AND SHAPING AND/OR REPLACEMENT OR SUPPLEMENT OF DEFICIENT SHREDDED HARDWOOD BARK MULCH DURING THIS PERIOD.  LONG TERM PLANT MATERIALS AND LAWN/TURFGRASS MAINTENANCE AND ANY PROGRAM FOR SUCH IS THE RESPONSIBILITY OF THE OWNER. ALL PLANTINGS AND LAWN/TURFGRASS AREAS SHALL BE MAINTAINED IN A MANICURED CONDITION UNTIL THE TIME WHEN THE OWNER'S ACCEPTANCE IS GIVEN. 4.	MAINTENANCE: (OWNER) THE OWNER IS RESPONSIBLE FOR THE CONTINUED MAINTENANCE, REPAIR AND REPLACEMENT OF ALL MAINTENANCE: (OWNER) THE OWNER IS RESPONSIBLE FOR THE CONTINUED MAINTENANCE, REPAIR AND REPLACEMENT OF ALL LANDSCAPING MATERIALS AND WEED BARRIER FABRIC AS NECESSARY FOLLOWING THE ONE (1) YEAR CONTRACTOR GUARANTEE PERIOD.
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LOWER LEVEL PLAN

Unit Schedule
Name Count Gross Area

UNIT 1.1A 19 492 SF

UNIT 1.1B 44 653 SF

UNIT 1.1B-D 15 805 SF

UNIT 1.1E-C 4 694 SF

UNIT 2.1A 2 1,045 SF

UNIT 2.1B-C 8 964 SF

UNIT 2.2A-C 4 1,075 SF

UNIT 2.2B-C 2 1,195 SF

UNIT 2.2C-CD 2 1,204 SF

100
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FIRST FLOOR PLAN
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SECOND FLOOR PLAN

LOWER LEVEL 37,569 SF

FIRST FLOOR 44,733 SF

SECOND FLOOR 43,247 SF

BUILDING TOTAL 125,548 SF
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1
Exterior - West Perspective

2
Exterior - Southwest Perspective

3
Exterior - Southeast Perspective

5
Exterior - Northwest Perspective - aerial
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